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VLAKNOVA OPTIKA

Series: MLS QO-S
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Number of optical channels - 24 32 48
Number of optical ports - 25 33 49
Band nm 1200 - 1650
Fiber type - SM 9/125/900
Insertion loss (typical / maximum) dB 08/1,5
Return loss (typical / maximum) dB >60 / >55
PDL dB <0,1
) Crosstalk (typical / maximum) dB >80/>70
Repeatability (typical / maximum) dB +0,01/+ 0,03
i Switching time ms 65 + 10/ channel
Lifetime (cycles) - > 10
Connector type - E2000/APC
A Stability (in whole temperature range) dB +0,2
Stability (in temp. band of 13 °C) dB +0,05
Operating temperature range °C from O to 40
Power supply voltage - nominal v 48 (DC)
- range V 18 - 72 (DC)
Maximum consumption W 5
Typical consumption W 2
Control interface - RS232 ,RS485
Weight (without holders) kg 3,00 | 3,10 | 3,25
Housing - MLS 80-2U-03 (2U chassis with holders for 19" and 21" rail spacing)
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specifies a category ‘J

p= O - for optical O-series switches
p= P - for optical P-series switches
p= S - for optical S-series switches

q - m n a x b cc dddeee

specifies the type of
specifies a fiber type of built-in device a power supply required
g=1—for MM n=D - DC 48V
g=2 —for SM n=N - DC 5V
specifies the housin
aEA _I1I LGX = g=| -9 LGX a= directly specifies number
a=B -2 LGX a=J - 10 LGX of optical inputs
a=C -3LGX a=K - 11 LGX - g 4
a=D -4 LGX a=L -12 LGX b= directly specifies number
a=E -5 LGX a=1 1U rack 19/21’ of optical outputs Y
a=F -6 LGX a=2 2U rack 19/21"
a=G -7 LGX a=3 3U rack 19/21" cc= optionally directly specifies type of optical
a=H -8 LGX a=4 4U rack 19/21” connectors (default type is E2000) v

ddd/eee= optionally directly specifies the voltage level and wattage of a built-in subsidiary power supply output ‘
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